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TECHNICAL SPECIFICATIONS

LOGISTIC DATA PACKAGE CONTENTS

• Motion detection for controlling of Homematic actuators
• Suitable for indoor and outdoor applications
• Can be positioned anywhere as it runs on batteries, no wiring work 

required
• Detection range: up to 9 m, detection angle: approx. 90°, able to rotate 

by 360° (continuously and without any stops)
• Brief changes in the level of brightness are filtered out
• Variable brightness level for triggering
• Easy wall and ceiling mounting
• Actuators can be taught-in directly
• Particularly effective at saving energy, reducing costs and maximising 

comfort

Supply voltage:
Battery life:
Detection angle:
Detection range:
Degree of protection:
Dimensions (W x H x D):
Weight:
Typ. open area RF range:
Radio frequency:

Product reference:
EAN code:
Short description:
Packing unit:
Packaging dimensions:
Total weight:

1x Wireless Motion Detector
3x 1.5 V LR6/mignon/AA batteries
Mounting material (2 x screws, 2 x plugs)
1x Operating manual in DE and EN

Product ref.: 131777
PRODUCT FEATURES

3x 1.5 V LR6/mignon/AA
2 years (typ.)
approx. 90 °
approx. 9 m
IP44
76 x 74 x 90 mm
125 g
300 m
868.3 MHz

Wireless Motion Detector, outdoor

131777
4047976317776
HM-Sen-MDIR-O-2
30
122 x 112 x 147 mm
351.2 g

Security


